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(3) A climb speed established in con-
nection with normal landing proce-
dures, but not exceeding 1.5 Vs.

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as
amended by Amdt. 25-84, 60 FR 30749, June 9,
1995]

§25.123 En route flight paths.

(a) For the en route configuration,
the flight paths prescribed in para-
graphs (b) and (c) of this section must
be determined at each weight, altitude,
and ambient temperature, within the
operating limits established for the
airplane. The variation of weight along
the flight path, accounting for the pro-
gressive consumption of fuel and oil by
the operating engines, may be included
in the computation. The flight paths
must be determined at any selected
speed, with—

(1) The most unfavorable center of
gravity;

(2) The critical engines inoperative;

(3) The remaining engines at the
available maximum continuous power
or thrust; and

(4) The means for controlling the en-
gine-cooling air supply in the position
that provides adequate cooling in the
hot-day condition.

(b) The one-engine-inoperative net
flight path data must represent the ac-
tual climb performance diminished by
a gradient of climb of 1.1 percent for
two-engine airplanes, 1.4 percent for
three-engine airplanes, and 1.6 percent
for four-engine airplanes.

(c) For three- or four-engine air-
planes, the two-engine-inoperative net
flight path data must represent the ac-
tual climb performance diminished by
a gradient of climb of 0.3 percent for
three-engine airplanes and 0.5 percent
for four-engine airplanes.

§25.125 Landing.

(a) The horizontal distance necessary
to land and to come to a complete stop
(or to a speed of approximately 3 knots
for water landings) from a point 50 feet
above the landing surface must be de-
termined (for standard temperatures,
at each weight, altitude, and wind
within the operational limits estab-
lished by the applicant for the air-
plane) as follows:

(1) The airplane must be in the land-
ing configuration.

§25.125

(2) A stabilized approach, with a cali-
brated airspeed of not less than 1.3 Vs
or VwmcL, Whichever is greater, must be
maintained down to the 50 foot height.

(3) Changes in configuration, power
or thrust, and speed, must be made in
accordance with the established proce-
dures for service operation.

(4) The landing must be made with-
out excessive vertical acceleration,
tendency to bounce, nose over, ground
loop, porpoise, or water loop.

(5) The landings may not require ex-
ceptional piloting skill or alertness.

(b) For landplanes and amphibians,
the landing distance on land must be
determined on a level, smooth, dry,
hard-surfaced runway. In addition—

(1) The pressures on the wheel brak-
ing systems may not exceed those spec-
ified by the brake manufacturer;

(2) The brakes may not be used so as
to cause excessive wear of brakes or
tires; and

(3) Means other than wheel brakes
may be used if that means—

(i) Is safe and reliable;

(i) Is used so that consistent results
can be expected in service; and

(iii) Is such that exceptional skill is
not required to control the airplane.

(c) For seaplanes and amphibians, the
landing distance on water must be de-
termined on smooth water.

(d) For skiplanes, the landing dis-
tance on snow must be determined on
smooth, dry, snow.

(e) The landing distance data must
include correction factors for not more
than 50 percent of the nominal wind
components along the landing path op-
posite to the direction of landing, and
not less than 150 percent of the nomi-
nal wind components along the landing
path in the direction of landing.

(f) If any device is used that depends
on the operation of any engine, and if
the landing distance would be notice-
ably increased when a landing is made
with that engine inoperative, the land-
ing distance must be determined with
that engine inoperative unless the use
of compensating means will result in a
landing distance not more than that
with each engine operating.

Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as
amended by Amdt. 25-72, 55 FR 29774, July 20,
1990; Amdt. 25-84, 60 FR 30749, June 9, 1995]
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§25.143

CONTROLLABILITY AND
MANEUVERABILITY

§25.143 General.

(a) The airplane must be safely con-
trollable and maneuverable during—

(1) Takeoff;

(2) Climb;

(3) Level flight;

(4) Descent; and

(5) Landing.

(b) It must be possible to make a
smooth transition from one flight con-
dition to any other flight condition
without exceptional piloting skill,
alertness, or strength, and without
danger of exceeding the airplane limit-
load factor under any probable operat-
ing conditions, including—

(1) The sudden failure of the critical
engine;

(2) For airplanes with three or more
engines, the sudden failure of the sec-
ond critical engine when the airplane is
in the en route, approach, or landing
configuration and is trimmed with the
critical engine inoperative; and

(3) Configuration changes, including
deployment or retraction of decelera-
tion devices.

(c) The following table prescribes, for
conventional wheel type controls, the
maximum control forces permitted
during the testing required by para-
graphs (a) and (b) of this section:

Force, in pounds, applied to the

control wheel or rudder pedals Pitch Roll Yaw

For short term application for
pitch and roll control—two
hands available for control ..... 75 50

For short term application for
pitch and roll control—one
hand available for control ....... 50 25

For short term application for
yaw control

For long term application ...

(d) Approved operating procedures or
conventional operating practices must
be followed when demonstrating com-
pliance with the control force limita-
tions for short term application that
are prescribed in paragraph (c) of this
section. The airplane must be in trim,
or as near to being in trim as practical,
in the immediately preceding steady
flight condition. For the takeoff condi-
tion, the airplane must be trimmed ac-
cording to the approved operating pro-
cedures.

14 CFR Ch. | (1-1-98 Edition)

(e) When demonstrating compliance
with the control force limitations for
long term application that are pre-
scribed in paragraph (c) of this section,
the airplane must be in trim, or as near
to being in trim as practical.

(f) When maneuvering at a constant
airspeed or Mach number (up to Vec
Mkec), the stick forces and the gradient
of the stick force versus maneuvering
load factor must lie within satisfactory
limits. The stick forces must not be so
great as to make excessive demands on
the pilot’s strength when maneuvering
the airplane, and must not be so low
that the airplane can easily be over-
stressed inadvertently. Changes of gra-
dient that occur with changes of load
factor must not cause undue difficulty
in maintaining control of the airplane,
and local gradients must not be so low
as to result in a danger of overcontrol-
ling.

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as
amended by Amdt. 25-42, 43 FR 2321, Jan. 16,
1978; Amdt. 25-84, 60 FR 30749, June 9, 1995]

§25.145 Longitudinal control.

(a) It must be possible at any speed
between the trim speed prescribed in
§25.103(b)(1) and Vs, to pitch the nose
downward so that the acceleration to
this selected trim speed is prompt
with—

(1) The airplane trimmed at the trim
speed prescribed in §25.103(b)(1).

(2) The landing gear extended;

(3) The wing flaps (i) retracted and
(ii) extended; and

(4) Power (i) off and (ii) at maximum
continuous power on the engines.

(b) With the landing gear extended,
no change in trim control, or exertion
of more than 50 pounds control force
(representative of the maximum short
term force that can be applied readily
by one hand) may be required for the
following maneuvers:

(1) With power off, flaps retracted,
and the airplane trimmed at 1.4 Vg, ex-
tend the flaps as rapidly as possible
while maintaining the airspeed at ap-
proximately 40 percent above the stall-
ing speed existing at each instant
throughout the maneuver.

(2) Repeat paragraph (b)(1) except ini-
tially extend the flaps and then retract
them as rapidly as possible.
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